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SK CERTIFICATE
of constancy of performance of the essential characteristics of the construction product

sK03-zsv-0637

ln compliance with Act No. 133/2013 Coll. of Laws on construction products and on amendments
to certain laws as amended by Act No. 91/2016 Coll. of Laws, this certificate applies to the construction
product

Ductile iron pipes JSAW-JAL, JSAW-NIRJAL, STR Sertubi
(components specification is stated on the back page)

placed on the market under the name of

JindalSaw Ltd
Village Samaghogha, Paragpar - Mandvi Road

Taluka: Mundra, Dist: Kutch, Gujarat 3704í5' lndia

and produced in the manufacturing plant

JindalSaw Ltd
Village Samaghogha, Paragpar - Mandvi Road

Taluka: Mundra, Dist: Kutch, Gujarat 3704í5' lndia

This certificate attests that all provisions concerning the assessment and verification of constancy
by manufacturer declared performance of the essential characteristics of the construction product
(hereinafter "assessment of performance") and the performances described in Slovak technical assessment

sK TP - 2110034 - 0í - 1910712021

under system of assessment of performance l+ for the performance set out in this certificate are applied
and that the factory production control conducted by the manufacturer is assessed to ensure the

constancy of peľformance of the construction product.

This certificate was first issued on 24.06.2022 and will remain valid until remains in force the SK technical
assessment and the construction product, the assessment and verification of constancy of performance
methods nor the manufacturing conditions in the plant are modified significantly and unless suspended
or withdrawn by the authorized product certification body.
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Specification:

Ductile iron pipes according to EN 545:20ĺ0

Type

Joints "Push in"
Nominalsize
DN 80 to DN 250
DN 300 to DN 600
DN 700 to DN 1000
DN 1100 to DN 1200

DN 100 to DN 250
DN 300 to DN 600
DN 700 to DN 1000
DN 1100 to DN 1200

DN 80 to DN 250
DN 300 to DN 600
DN 700 to DN 1200

Standard length (m)

6,0
6,0
6,0
6,0

6,0
6,0
6,0
6,0

6,0
6,0
6,0

6,0
6,0
6,0
6,0

6,0

Class (to and incl.)

c50
c40
c30
c25
c50
c40
c30
c25
PN4O
PN4O
PN25

Joints "JSAW Lock"

Flange welded joints

Jolnts "MR" DN 100 to DN 250
DN 300 to DN 600
DN 700 to DN 1000
DN 1100 to DN 'ĺ200

DN 80 to DN 300

c50
c40
c30
c25
c50Joints'RAJ"
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