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DVGW type examination certificate

DVGW-Baumusterpriifzertifikat DW-7801B00312
Registration Number
Registriernummer

Field of Application
Anwendungsbereich

Owner of Certificate
Zertifikatinhaber

Distributor
Vertreiber

Product Category
Produktart

Product Description
Produktbezeichnung

Model
Modell

Test Reports
Priifberichte

Test Basis
Priifgrundiagen

products of water supply
Produkte der Wasserversorgung

Jindai Saw Lid.
Village-Samaghogha, IND-Taluka -Mundra, District-Kutch Gujarat

Jindal Saw Ltd.
Village-Samaghogha, IND-Taluka -Mundra, District-Kutch Gujarat

cast iron and steel pipes for water pipelines: Ductile iron pipes (7801)

ductile iron pipes for the drinking water supply

Jindal Saw ltalia

laboratory control test: 2102274/15861/1 from 31.03.2022 (OFM)
supplement test: 419.494 from 27.10.2016 (OFM)

supplement test: 419.491 from 26.09.2016 (OFM)

type testing: 419.495 from 27.10.2016 (OFM)

DVGW GW 337-P (01.09.2010)
DIN EN 545 (01.09.2011)
DVGW W 347 (01.04.2006)
DVGW W 348 (01.09.2004)
UBA ELASTOM (16.03.2016)
DVGW W 270 (01.11.2007)

Date of Expiry / File No. 07.08.2027 / 22-0581-WNV

Ablaufdatum / Aktenzeichen

07.09.2022 LE A-1/2 7 /

r /’7

_'; r DVGW CERT GmbH
[ Zertifizierungsstelle

Date, Issued by, Sheet, Head of Certification Body' |
Datum, Bearbeiter, Biatt, Leiter der Zertifizierungsstglle

Josef-Wirmer-Str. 1-3
53123 Bonn

Tet. +49226 91 88 - 888
Fax +49228 91 88-993

www.dvgw-cert.com
info@dvgw-cert.com
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A-212 DW-7801B00312

Type Technical Data Remarks
Typ Technische Daten Bemerkungen
Jindal Saw Htalia manufacturing group: DN 80 up to DN 250

certified Components
zertifizierte Bauteile / Werkstoffe

Registr. No. Component Model/Type Manufacturer

Registr.-Nr. Bauteil (Produktart) Modell/Typ Hersteller

DW-5214BU0030 Seals for socketjoints in ductile iron TYTON/TYTON SATTEC DBS GOMMA S.R.L.
pipes

Hints of Utilization / Remarks

Verwendungshinweise / Bemerkungen

lining: cement mortar according to DIN EN 545

coatings and jackets: zinc coating with overlay (bitumen, black) or zinc-aluminium coating (Zn85-Al15) with overlay (epoxy)
according to DIN EN 545 (blue)

connection technofogy: TJ

manufacturing plant:
DN 80 DN 250: Jindal Saw LTD - Integrated Pipes Unit Paragpar, Kutch Gujarat-3670415, India
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DVGW type examination certificate

DVGW-Baumusterpriifzertifikat DW-7801CN0089
Registration Number
Registriernummer

Field of Application
Anwendungsbereich

QOwner of Certificate
Zertifikatinhaber

Distributor
Vertreiber

Product Category
Produktart

Product Description
Produktbezeichnung

Model
Modell

Test Reports
Priifberichte

Test Basis
Priifgrundlagen

products of water supply
Produkie der Wasserversorgung

Jindal Saw Ltd.
Village-Samaghogha, IND-Taluka -Mundra, District-Kutch Gujarat

Jindal Saw Ltd.
Village-Samaghogha, IND-Taluka -Mundra, District-Kutch Gujarat

cast iron and steel pipes for water pipelines: Ductile iron pipes (7801)

Ductile iron pipes for the drinking water supply

Jindal Saw ltalia

laboratory control test: 2102274/15861/1 from 31.03.2022 (OFM)
mechanical test; 408.578-1 from 04.01.2013 (OFM)
type testing: 11 7412 11-01 from 08.02.2012 (OFM)

DVGW GW 337-P (01.09.2010)
DIN EN 545 (01.09.2011)
DVGW W 347 (01.04.2006)
UBA ELASTOM (16.03.2018)
DVGW W 270 (01.11.2007)

Date of Expiry / File No. 08.02.2027 / 22-0591-WNV

Ablaufdatum / Aktenzeichen

07.09.2022 LEA-12 7/ /

/ DVGW CERT GmbH

uf Zertifizierungsstelle

Date, 'ssued by, Sheet, Head of Certification Bod
Datum, Bearbeiter, Blatl, Leiter der Zertifizierung, sr77e

Josef-Wirmer-Str, 1-3
53123 Bonn

Tel. +49228 9188 - 888
Fax +49 228 9188 - 993

www.dvgw-cert.com
info@dvgw-cert.com
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A-2/2 DW-7801CN0089
Type Technical Data Remarks

Typ Technische Daten Bemerkungen

Jindal Saw ltalia manufacturing group: DN 300 up io DN 1000

certified Components

zertifizierte Bauteile / Werkstoffe

Registr. No. Component ModeliType Manufacturer

Registr.-Nr, Bauteil {Produktart) Modell/Typ Hersteller

BW-5214BU0030 Seals for socketioints in ductile iron TYTON/TYTON SATTEC DBS GOMMA S.R.L,

pipes

Hints of Utilization / Remarks
Verwendungshinweise / Bemerkungen

lining: cement mortar according to DIN EN 545

coatings and jackets: zinc coating with overlay (bitumen, black) or zinc-aluminium ceating (Zn85-Al15) with overlay (epoxy)

according to DIN EN 545 (blue)
connection technology: TJ

manufacturing plani:

DN 300 - DN 1000; Jindal Saw LTD - Integrated Pipes Unit Paragpar, Kutch Gujarat-3670415, India




