BULGARKONTROILA

BULGARKONTROLA SA -Sofia

Conformity Assessment Body for Construction Products
With identification number 14 and Permit Ne POCCI-14 on 15.09.2016

Issued by Ministry of Regional Development and Public Works

CERTIFICATE OF CONFORMITY
14 - HYPBCIICPE - 3823

Issued pursuant to Art. 14, par.1 and par.2 of the Regulation Ne PJ[-02-20-1 on 05.02.2015 on the terms
and conditions for use of construction products in the construction of the Republic of Bul garia on Ministry
of Regional Development and Public Works for the construction product

PIPES MADE OF DUCTILE CAST IRON

designed for construction of drinking water supply systems outside buildings
with internal lining of cement mortar,
external coating -Zn-Al alloy 85/15 (400g/m?) or Zn (130-200g/m? )
finishing layer of bitumen, polyurethane, epoxy or acrvlic coating,
with nominal diameters, type of joint, pressure classes .product range
and evaluated characteristics in accordance with national requirements as per Supplement Ne 1 to this Certificate

placed on the market by
JINDAL SAW Gulf - LLC
Plot No. 11 NR 28, P.O Box: 92135, ICAD-III, Musaffah
Abu Dhabi, U.A.E

manufactured by
JINDAL SAW Gulf - LL.C
Plot No. 11 NR 28, P.O Box: 92135, ICAD-III, Musaffah

Abu Dhabi, U.A.E
This certificate certifies that the product has been evaluated
and meets national requirements set out in

BDS EN 545:2010
and item 7.1 of Annex 3to item 2 of Order Ne 02-14-1329 from 03.12.20135,
of the Minister of Regional Development and Public Works

The Certificate was issued on 19/04/2023 cancel the Certificate Ne 14-HYPBCTICPB-3388 of 21/04/2020 and
remains valid for three years until 18//04/2026, provided that the manufacturer ensures consistency of product

characteristics and the conditions of production or production control have notberR g "‘vf‘-..-, significantly,
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Place: Sofia Director of "Conformity Assess
Date:  19/04/2023
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Supplement No 1

to Certificate of Conformity Ne 14- HYPBCIICPB-3819

1. Product range, coating and pressure class

Ne Product range Class* DN/Joiut
(€) (mm)
1. | Socket and spigot pipes 20/25/30/40/50/64/100 100 = 1000 AJ

100 = 2000 TJ
100 + 1800 JSAWLock (DC)
100 + 300 RAJ

* When requested by the Customer pipes in class K9 according to EN 545:2006 can be delivered

as an alternative to C classes

2. Evaluated characteristics in accordance with national requirements

Characteristics

Requirement to declare / border level

Geometrical characteristics, mm

Socket pipes: DN 100 <2000 mm
according to item 4.3, tabl.2.3 .4 and item 8, tabl. 16,17
of BDS EN 545:2010

Tightness (leakage)
an internal hvdrostatic pressure

A

No damage or leaks
according to item 4.8 and. tabl.11 of BDS EN 545:2010

Mechanical properties of materials

= Tensile strength

min. 420 MPa
according to item 4.4.1., tabl. 8 of BDS EN 545:2010

= Elongation after break

min. 10 % clongation - for pipes with DN 80 <1000
min. 7 % elongation — for pipes with DN 1100 2000
according to item 4.4.1., tabl. 8 of BDS EN 545:2010

= Brinell Hardness

max 230 HBW
according to item 4.4.2. of BDS EN 545:2010

Place: Sofia
Date: 19/04/2023

FC/CPNR -7-3.9/02

Director of "Conformity Assessme
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